CPI International — ALUMINUM STANDARD 

MATERIAL SAFETY DATA SHEET

NSN:  N/A

Manufacturer’s CAGE: N/A

Part No. Indicator:  N/A
Part Number/Trade Name: 4400-100011, S4400-100011, 4400-100011-500, 4400-10M11, S4400-10M11, 

4400-10M11-500, 4095-100011, ALL ALUMINUM SINGLE ELEMENT DILUTIONS.  

SECTION 1. GENERAL INFORMATION

Company’s Name: CPI INTERNATIONAL

Company’s Street: 5580 SKYLANE BLVD.

Company’s City: SANTA ROSA

Company’s State: CA

Company’s Country: USA

Company’s Zip Code: 95403

Company’s Emergency Phone:  (800) 451-8346 USA, (760) 602-8700 INT’L

Company’s General Information Phone #:  (707) 525-5788

Date MSDS Prepared: 24JAN98

Date MSDS Revised: 05MAR08
Date MSDS Reviewed: 04FEB09

Author's Company: CPI INTERNATIONAL

Authorized: CPI INTERNATIONAL

Hazard Characteristic Code: UNK

SECTION 2. INGREDIENTS/IDENTITY INFORMATION

Proprietary: NO

Ingredient:  ALUMINUM

Ingredient Sequence Number: 01

Percent:  >0 - 1

NIOSH (RTECS) Number: BD0330000

CAS Number: 7429-90-5

OSHA PEL: 15 MG/M3 DUST 

ACGIH TLV: 10 MG/M3 DUST

Proprietary: NO

Ingredient:  NITRIC ACID

Ingredient Sequence Number: 02

Percent:  TRACE - 4

NIOSH (RTECS) Number: QU5775000

CAS Number: 7697-37-2

OSHA PEL: 5 MG/M3

ACGIH TLV: 5.2 MG/M3

Proprietary: NO

Ingredient:  WATER

Ingredient Sequence Number: 03

Percent: 95 - <100

NIOSH (RTECS) Number: ZC0110000

CAS Number: 7732-18-5

SECTION 3. PHYSICAL/CHEMICAL CHARACTERISTICS

Appearance and Odor: CLEAR, COLORLESS, SLIGHTLY ACRID LIQUID.

Solubility in Water: COMPLETE

Boiling Point: ~212 F

Specific Gravity: ~1

SECTION 4. FIRE EXPLOSION AND HAZARD DATA

Extinguishing Media: USE APPROPRIATE MEDIA FOR SURROUNDING FIRE.

Special Fire Fighting Procedure: WEAR PROPER PROTECTIVE EQUIPMENT AND SELFCONTAINED BREATHING APPARATUS WITH FULL FACE PIECE IN POSITIVE MODE.

Unusual Fire and Explosion Hazards: THERMAL DECOMPOSITION PRODUCES TOXIC FUMES.

SECTION 5. REACTIVITY DATA

Stability:  YES

Materials to Avoid: ORGANIC COMPOUNDS, STRONG REDUCING AGENTS

Hazardous Poly Occur: NO

Hazardous Decomposition Products: OXIDES OF NITROGEN

SECTION 6. HEALTH HAZARD DATA

Route of Entry-Inhalation: YES

Route of Entry-Skin: NO

Route of Entry-Ingestion: YES

Health Hazard Acute and Chronic: INGESTION: FATAL, SEVERE IRRITATION OF RESPIRATORY TRACT.  INHALATION:  SEVERE IRRITATION/BURNS OF RESPIRATORY SYTEM, MAY BE FATAL.  SKIN/EYES: SEVERE IRRITATION/BURNS.  MAY CAUSE TISSUE DAMAGE TO MUCOUS MEMBRANES OF EYES, MOUTH &RESPIRATORY TRACT.

Carcinogenicity-NTP:  NO

Carcinogenicity-IARC:  NO

Carcinogenicity-OSHA:  NO

Explanation Carcinogenicity: None

Signs/Symptoms of Over Exposure: EYES/SKIN: BURNS.  INHALATION:  COUGHING, DIFFICULTY BREATHING.  INGESTION:          NAUSEA, VOMITING, UNCONSCIOUSNESS.

Emergency First Aid Procedure: INGESTION: DON’T INDUCE VOMITING.  IF CONSCIOUS, GIVE WATER, MILK OR MILK OF MAGNESIA.  EYES/SKIN: FLUSH WITH PLENTY OF WATER.  OBTAIN MEDICAL ATTENTION IN ALL CASES.

SECTION 7. PRECAUTIONS FOR SAFE HANDLING

Steps if material Released/Spilled: WEAR PROTECTIVE EQUIPMENT.  STOP LEAK SAFELY.  CLEAN UP WITH INERT MATERIAL AND PLACE IN A CONTAINER FOR DISPOSAL.

Precautions-Handling/Storing: KEEP CONTAINER TIGHTLY CLOSED.  STORE IN CORROSION PROOF AREA.  AVOID INHALATION OF VAPORS AND CONTACT WITH SKIN AND EYES.

SECTION 8. CONTROL MEASURES

     Respiratory Protection: WEAR A NIOSH/MSHA APPROVED RESPIRATOR WHEN VENTILATION IS INADEQUATE.

Ventilation:  LOCAL EXHAUST: REQUIRED, VENT HOOD

Protective Gloves: IMPERVIOUS GLOVES

Eye Protection: SAFETY GLASSES WITH SIDE SHIELDS

Other Protective Equipment: LAB COAT OR APRON

Work Hygienic Practices: REMOVE/LAUNDER CONTAMINATED CLOTHING AND SHOES BEFORE REUSE.

SECTION 9. TRANSPORTATION DATA

Domestic (D.O.T) Transportation Requirement: CLASS 8, PACKING GROUP III.

D.O.T Proper Shipping Name and UN Number: CORROSIVE LIQUID, ACIDIC, INORGANIC, N.O.S.  UN3264.

SECTION 10. DISPOSAL DATA

Waste Disposal: DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS.  (CORROSIVE WASTE)

SECTION 11. LABEL DATA

Label Required: YES

Label Status: G
Common Name: ALUMINUM STANDARD

Chronic Hazard: NO

Signal Word: CAUTION!

Acute Health Hazard-Moderate: X

Contact Hazard-Moderate: X

Fire Hazard-None: X

Special Hazard Precautions: SEE HEALTH HAZARDS.

Protect Eyes: Y

Protect Skin: Y

Protect Respiratory: Y

Label Name: CPI INTERNATIONAL

Label Street: 5580 SKYLANE BLVD.

Label City: SANTA ROSA

Label State: CA

Label Zip Code: 95403

Label Country: USA

Label Emergency Number: (800) 451-8346 USA, (760) 602-8700 INT’L

SECTION 12. ADDITIONAL INFORMATION

CPI International makes no warranties, guarantees or representations of any kind or nature with respect to the product or this data, either expressed or implied, and whether arising by law or otherwise, including but not limited to any implied warranty of personal injury, property or other damages of any nature whatsoever, whether special, indirect, consequential or compensatory, directly or indirectly result in from the publication, use or reliance upon this data.
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